
1024idss Quick Installation Guide 
This document provides information about the LED 1024idss with 24-Keys Paper Label for the 1000i Series. All 

specifications are subject to change without notice 

  

Description 

The 1024idss for the 1000i Series phone provides 24 additional flexible buttons. The flexible buttons on the 1024idss 

are used as with the flexible buttons on the phone proper and can be assigned for any of the flexible button functions. 

One 1024idss may attach to an 1020i, 1030i ,1040i or 1050i phone, and can be placed on your desktop or can be 

wall-mounted with the phone.  

Installation 

Caution! To avoid damaging equipment, 
remove the power from the phone before 
connecting a 1024idss. 

1) Remove the handset and stand from the 

phone.  

2) Align the 1024idss and phone as shown in 

the drawing.  

3) Connect the 1024idss Connecting Cable to 

the phone.  

4) Push the 1024idss into the phone until the 

1024idss is fully engaged.  

5) Insert the screws provided through the 

screw tabs in the 1024idss and tighten the 

screws into the phone. Do not over-tighten. 

Attaching the stand 

Set the 1024idss and phone stand to the same angle.  

1) Align the hooks on the stands with the slots on the back of the 1024idss and phone.  

2) And then, move each stand upward until it clicks into place.  

Completing the installation   

The 1024idss uses the electrical connection of the phone for power. 

1) Connect power to the phone. The phone and 1024idss will power up.  

2) The 1024idss LEDs flash until communication with the phone is established. 

Wall-mounting the phone and 1024idss 

1) Remove the stands from the phone and 

1024idss.  

2) Ensure that the cables are properly connected 

to the phone, and then connect the 1024idss 

to your phone, as previously described.  

3) Mark and drill two 7mm holes for plastic wall 

anchors (not included).  

4) Insert the two anchors into the holes and insert 

and tighten the two screws (not included) 

leaving about 2.5 mm (1/8-inch) exposed.  

5) Align the key holes in the phone over the screws and slide 

the phone down assuring the phone is secured.  

6) Remove, reverse, and re-install the handset hook so that 

the hook catches the groove in the handset receiver.  

7) Hang the handset up on the handset hook.  

8) Complete all wiring connections. 

 
 
 
 

For more information about how to program the flexible keys, please 

read the 1000i Series User Guide.  
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1024idss Краткое руководство пользователя  
В этом документе представлена информация о 24-кнопочной консоли LED 1024idss с Бумажной подложкой для 

телефонов 1000i серии. Все технические характеристики могут быть изменены без предварительного 

уведомления 

  

Описание 

Консоль 1024idss предоставляет 24 дополнительные программируемые клавиши для телефонов 1000i серии. 

Программируемые клавиши на 1024idss используются так же, как и программируемые кнопки на самом 

телефоне и могут быть запрограммированы под любые функции гибких клавиш. Одна 1024idss может быть 

подключена к 1020i, 1030i ,1040i или 1050i телефонам, и может быть установлена на столе или на стене 

вместе с телефоном.  

Установка 

Внимание! Во избежание повреждения, 
отключите питание телефона перед 
подключением 1024idss 

1) Снимите трубку и подставку с телефона.  

2) Совместите консоль и телефон, как 

показано на рисунке.  

3) Соедините консоль и телефон кабелем.  

4) Прижмите консоль к телефону, так чтоб 

совпали крепежные отверстия.  

5) Вставьте и затяните винты. Не 

перетяните. 

 

Установка подставки 

Установите подставки консоли и телефона под одинаковым углом.  

1) Совместите направляющие на подставках с прорезями на задних стенках консоли и телефона.  

2) Затем подвиньте каждую подставку вверх до щелчка.  

Завершение установки 

Консоль использует питание от телефона. 

1) Подключите питание к телефону. Консоль и телефон включатся  

2) Светодиоды консоли будут мигать до установки связи с телефоном. 

Настенная установка 

1) Снимите подставки с консоли и телефона.  

2) Убедитесь, что все кабели подключены к 

телефону, а затем подключите консоль, как 

было описано ранее.  

3) Отметьте и просверлите два 7мм отверстия 

для дюбелей (не прилагаются).  

4) Вставьте два дюбеля в отверстия и 

вкрутите два шурупа (не прилагаются), так 

чтоб выступало 2.5 мм. 

5) Наденьте ваш телефон на шурупы и убедитесь, что он 

надежно закреплен.  

6) Снимите крючок для телефонной трубки, переверните 

его и вставьте в паз, таким образом, чтоб выступ 

попадал в паз трубки  

7) Повесьте трубку на крюк.  

8) Подключите все провода. 

 
 
 

Для получения дополнительной информации о программировании 

гибких клавиш, пожалуйста, прочитайте Руководство пользователя 

для серии 1000i..  
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